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SPRING 1031X 10pin push pull connector

We will make new 1031X 10pin connector which is equivalent with ODU AMC AY 10pin one as below:

Odu model no.

Our Model No.

Picture for reference

Description

oDu
S1AYAR-P10XFG0-0000

RAS131XA-KMSM10-MBO

oDu
S1AYBR-P10XFG0-0000

RAS131XB-KMSM10-M&0

oDy
S1AYDR-P10XFG0-0000

RAS131XD-KMSM10-ME0

1,Push-pull plug 10 pin
2, AF A:10mm

3, Max cable dia:8.0mm
4, solder pin 0.7mm

oDU
GBAYAR-P10WFGOD-000L

RAGB31XA-KFSM10-500E

obu
GEAYBR-P10WFGD-000L

RAG831XB-KFSM10-S00E

oDbu
G8AYDR-P10WFGO-000L

RAGE31XD-KFSM10-S00E

1, Push-pull Receptacle 10
pin

2, Rear panel mounting

3, M14 panel mounted size
4, Solder pin 0.7mm

5, Earth tag 3.2mm

Environmental and testing:

No. Type Performance
| 1 .Tightness IPGE F1;"n
2 Operating temperature -51 Cupto+125 C
3 Humidity cyclic Maximum hurmidity up to 95% at a temperalure of 60°
4 Low pressure(rapid decompression) | 58.1kPato 18.8 kPa
5 Low pressure 57.2kPa-55'C
B Carrosion resistance 96h salt mist,5% salt solution, 35C

Mechanical data:

No. Type

Performance

Mechanical endurance

5000 mating cycles

2 Shock

100g 6ms

Electrical data:

No. Type Performance
1 Contact resistance Over 5000mating cycles <10mOhm
2 Shell resistance <5mOhm
3 Insulation resistance <100MOhm
4 Shielding effectiveness >65dB




X1 AN SPRING TECHNOLOGY CO.,LTD.

SPRING o
TECHNOLOG?Y

Material and surface treatment:

Name Material Surface treatment
Housing({conductive parts) Aluminium Ruthenium over electroless nickel
Housing/nut{ non conductive parts) | Aluminium Black anodized

Backshell Aluminium Ruthenium over electroless nickel
EMIocking ring CuBe2 electrode-posited nickel

Crimp sleeve

Cuzn38Pb1.5

electrode-posited nickel

Colour ring PSU

Insulator PEEK

Pin contact Copper alloy 1.25um gold over electrode-posited nickel
Sockst contact Copper alloy 1.25pm gold over electrode-posited nickel
O-rings FVMOQ

Potting Potting compound

Over-molding material

TPU




